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Mechanical Solutions 
for Bus & Truck

• Loctite® 7063
Cleaner and Degreaser 

• Loctite® 7200
Gasket Remover

• Teroson Brake & Clutch 
Cleaner
Cleaner and Degreaser 

Cleaning
• Loctite® 8201

Five way spray
General purpose oil

• Loctite® 8040
Freeze & Release
Lubricant with shock-
freezing effect 

• Loctite® 8065 Stick
C5-A® Copper Anti-Seize 
High temperature lubricant 

• Loctite® 8060 Stick
Aluminium Anti-Seize
High temperature lubricant 

Lubrication
• Loctite® 401

Instant Adhesive

• Loctite® 454
Instant Adhesive Gel

• Loctite® 319
“Rear view mirror bonder”

Bonding

• Loctite® 518 and 
Loctite® 548 Stick
Flange Sealant for rigid
flanges 

• Loctite® 5910 Quick Gasket
Flange Sealant for flexible
flanges, high temperature 

• Loctite® 5926
Flange Sealant for flexible
flanges 

• Loctite® 534 Stick
Gasket Positioner

Gasketing
• Loctite® 577

Thread Sealant,
medium strength 

• Loctite® 561 Stick
Thread Sealant,
low strength

Pipe and Thread Sealing
• Loctite® 648

Retaining Compound,
high strength

• Loctite® 668 Stick
Retaining Compound,
medium strength

• Loctite® 660 Quick Metal
Retaining Compound,
for larger gaps

Retaining
• Loctite® 243 and 

Loctite® 248 Stick
Threadlocker, medium strength 

• Loctite® 271/2701 and
Loctite® 268 Stick
Threadlocker, high strength 

Threadlocking


